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The Starconomy LED Troffer Retrofit Kit is designed as a
budget-friendly, high-efficiency solution for upgrading
existing fluorescent troffers to modern LED performance.
Engineered for quick installation and long-term reliability,
the kit delivers uniform illumination, reduced
maintenance, and significant energy savings—making it
ideal for commercial, educational, retail, and office
environments.

Available in 1×4, 2×2, and 2×4 sizes, the Starconomy Retrofit

Kit features wattage-selectable and CCT-selectable

options, allowing contractors and facility managers to

standardize inventory while adapting to multiple

application needs.

Key Features

Robust die-cast steel housing with frosted center-

basket plastic lens.

▪

High Brightness: Delivers up to 150 LPW for powerful,

efficient lighting.

▪

Versatile Voltage: Compatible with AC120-277V or AC120-

347V, providing flexibility for various applications.

▪

Durable Housing: Constructed with rugged galvanized

rolled metal for improved cooling, light quality, and a

longer lifespan.

▪

Dimmer Ready: 0-10V dimming capability for

customizable light levels to suit your needs.

▪

Auxiliary Dimming: Includes a 12Vdc auxiliary dimming

feature for added flexibility.

▪

Smart Control: Easy-to-install Bi-Level sensor with plug-

and-play capability, allowing you to optimize energy use

with automated lighting control.

▪

Flicker: Produces no greater than 30 percent flicker at

200 Hz or below when paired with control devices per

CEC Title 24 JA10

▪

Models and Wattage Options▪
The LED Troffer Retrofit Kit light consists of two

performance packages for 1x4, 2x2, and 2x4 applications.

Each offers multiple wattage options to suit different

lighting needs. Each model provides flexibility in power

consumption, allowing users to optimize energy usage

while maintaining high performance.

•

SE-TRK-14-P1: 2000/2500/3000/4000 Lumens•
SE-TRK-22-P1: 2000/2500/3000/4000  Lumens•

SE-TRK-24-P2: 2500/3000/4000/5000 Lumens•

High Efficiency and Performance▪
Efficacy: Up to 150 lumens per watt (LPW) across all

models, ensuring optimal energy efficiency.

•

Correlated Color Temperature (CCT) Selectable: Available

in 3000K, 3500K, 4000K, and 5000K, 6000K providing

different lighting tones suitable for various applications.

•

Color Rendering Index (CRI): Ra 80, ensuring clear and

accurate color representation.

•

Electrical and Operational Features▪
Input Voltage: AC 120-277V or 120-347V•
Power Factor: >0.9•

Dimming Capability: 0-10V dimmable for adjustable

brightness and energy savings.

•

Driver Efficacy: >94%; Ensures stable power delivery with

minimal flickering.

•

Durability and Environmental Adaptability▪
Life Span: L70 over 100,000 hours, ensuring long-lasting

performance with minimal maintenance.

•

Working Temperature: Operates reliably in extreme

temperatures ranging from -40°F to 113°F.

•

Storage Temperature: Can be stored safely between

-40°F and 176°F.

•

Rated for damp locations, making it suitable for

environments with moderate moisture exposure.

•

Warranty▪
5-year limited warranty, providing assurance of product

reliability and support.

•
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Example: SE-TRK-24-P2-CS-U-HE
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Dimension

47.8" / 1213.1mm

Switch&Sensor

CCT Selectable
Switch

Power Selectable
Switch

Occupancy & Daylight Harvesting Sensor
with mounting base

Wireless Bluetooth Optional*

SE TRK

Series Type Size
Performance

Package
Dimming

Color
Temperature

Voltage Efficacy

SE=Starconomy TRK=Troffer

14=1x4
22=2x2

P1=14/17/20/28W
D=0-10V

Dimming

CS=3000K/3500K
/4000K/5000K/

6000K

U=120-277V
H=120-347V

HE=High
Efficacy
150lm/w

24=2x4 P2=17/20/28/34W

Options

Blank=No Sensor
M=Occ & Daylight Sensor
S=Bluetooth Occ & Daylight Sensor

Order Information

LED Troffer Retrofit Kit
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EMD-10

EMD-20

10W Emergency LED Battery Backup

20W Emergency LED Battery Backup

Accessories LED Troffer Retrofit Kit
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Performance Table LED Troffer Retrofit Kit
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Performance Package Wattage CCT Lumen Output Efficacy

P1 (1x4, 2x2)

14

3000K 1974 141

3500K 2002 143

4000K 2114 151

5000K 2100 150

6000K 2100 150

17

3000K 2397 141

3500K 2431 143

4000K 2567 151

5000K 2550 150

6000K 2550 150

20

3000K 2820 141

3500K 2860 143

4000K 3020 151

5000K 3000 150

6000K 3000 150

28

3000K 3948 141

3500K 4004 143

4000K 4228 151

5000K 4200 150

6000K 4200 150



Performance Table LED Troffer Retrofit Kit
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Performance Package Wattage CCT Lumen Output Efficacy

P2 (2x4)

17

3000K 2397 141

3500K 2431 143

4000K 2567 151

5000K 2550 150

6000K 2550 150

20

3000K 2820 141

3500K 2860 143

4000K 3020 151

5000K 3000 150

6000K 3000 150

28

3000K 3948 141

3500K 4004 143

4000K 4228 151

5000K 4200 150

6000K 4200 150

34

3000K 4794 141

3500K 4862 143

4000K 5134 151

5000K 5100 150

6000K 5100 150



Wireless Control LED Troffer Retrofit Kit
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Bluetooth Mesh Wireless Motion&Daylight Sensor


